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Machine Dimensions

                

Reference Model A B C D E F G H I J K L M

GT-300LB 3,845mm
151.38"

2,047mm
80.59"

2,015mm
79.33"

1,060mm
41.73"

416mm
16.38"

980mm
38.58"

2,320mm
91.34"

1,120mm
44.09"

640mm
25.20"

1,120mm
44.09"

1,850mm
72.83"

575mm
22.64"

490mm
19.29"

GT-380LA/LB 3,905mm
153.74"

2,100mm
82.68"

2,015mm
82.87"

1,115mm
43.90"

416mm
16.38"

920mm
36.22"

2,320mm
91.34"

1,120mm
44.09"

602mm
23.70"

1,120mm
44.09"

1,850mm
72.83"

575mm
22.64"

490mm
19.29"
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Side Mount Chipconveyor
Installation Space Requirement

R
ea

r M
ou

nt
 C

hi
pc

on
ve

yo
r

In
st

al
la

tio
n 

Sp
ac

e 
R

eq
ui

re
m

en
t

Due to the design variation,dimensional drawings shown here are for references only.

Rear Side Chip Conveyor

Right Side Chip Conveyor

Unit:mm inch
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ITEMS GT-200A GT-200MA GT-200B GT-250A GT-250MA GT-250B GT-300A GT-300MA GT-300B GT-300LB GT-380A GT-380B GT-380LA GT-380LB

MACHINING CAPACITY
Swing Over Bed   ø500mm ø19.69" ø550mm ø21.65" ø600mm ø23.62" ø700mm ø27.56"

Swing Over Carriage ø330mm ø12.99" ø420mm ø16.54" ø450mm ø17.72" ø570mm ø22.44"

Max. Turning Diameter ø260mm ø10.24" ø230mm ø9.06" ø260mm ø10.24" ø350mm ø13.78" ø270mm ø10.63" ø350mm ø13.78" ø440mm ø17.32" ø360mm ø14.17" ø440mm ø17.32" ø560mm ø22.05"

Max. Turning Length    360mm 14.17" 370mm 14.57" 345mm 13.58" 560mm 22.05" 515mm 20.28" 712mm 28.03" 742mm 29.21" 700mm 27.56" 1,250mm 49.21" 715mm 28.15" 680mm 26.77" 1,265mm 49.8" 1,230mm 48.43"

Distance Between Center 512mm 20.16" 506mm 19.92" 509mm 20.04" 700mm 27.56" 678mm 26.69" 891mm 35.08" 1,441mm 56.73" 891mm 35.08" 1,441mm 56.73"

SPINDLE
Height between Spindle Center 
and Ground  990mm 38.98" 1,020mm 40.16" 990mm 38.98" 1,060mm 41.73" 1,060mm 41.73" 1,115mm 43.9"

Chuck Diameter 6" Chuck 8" Chuck 10" Chuck 10" Chuck 12" Chuck 15" Chuck 12" Chuck 15" Chuck

Spindle Nose A2-5 A2-6 A2-8

Front Bearing Diameter  ø90mm ø3.54" ø100mm ø3.94" ø110mm ø4.33" ø130mm ø5.12" ø130mm ø5.12" ø160mm ø6.3"

Hole Through Spindle  ø56mm ø2.2" ø62mm ø2.44" ø88mm ø3.46" ø88mm ø3.46" ø105mm ø4.13"

Hole Through Draw Tube ø45mm ø1.77" ø52mm ø2.05" ø75mm ø2.95" ø75mm ø2.95" ø91mm ø3.58"

Spindle Speed    6,000rpm 4,500rpm 3,500rpm 3,000rpm 2,000rpm 3,000rpm 2,000rpm

Max. Spindle torque      11.9kgf-m 
86.07 lb-ft

14.61kgf-m 
105.68 lb-ft

19.5kgf-m
141.05 lb-ft

34.4kgf-m
248.82 lb-ft

51.6kgf-m
373.23 lb-ft

58.9kgf-m
426.03 lb-ft

53.7kgf-m
388.42 lb-ft

77.3kgf-m
559.12 lb-ft

90kgf-m
650.98 lb-ft

135kgf-m
976.47 lb-ft

90kgf-m
650.98 lb-ft

135kgf-m
976.47 lb-ft

C-axis Index Accuracy － 0.001° － 0.001° － － 0.001° －

MAIN TRAVEL

X-axis Travel      150mm (130+20mm) 
5.91" (5.12+0.79")

177mm (115+62mm)
6.97" (4.53+2.44")

150mm (130+20mm)
5.91" (5.12"+0.79")

195mm (175+20mm)
7.68" (6.89+0.79")

230mm (210+20mm)
9.06" (8.27+0.79")

195mm (175+20mm)
7.68" (6.89+0.79")

245mm (220+25mm)   
9.645" (8.66+0.98")

275mm (255+20mm)
10.83" (10.04+0.79")

245mm (220+25mm)
9.65" (8.66+0.98")

305mm (280+25mm) 
12" (11.02+0.98")

Z-axis Travel   360mm 14.17" 370mm 14.57" 345mm 13.58" 560mm 22.05" 515mm 20.28" 712mm 28.03" 742mm 29.21" 700mm 27.56" 1,250mm 49.21" 715mm 28.15" 680mm 26.77" 1,265mm 49.8" 1,230mm 48.43"

FEED
Rapid Feed-rate (X/Z) 24/30m/min. 945/1,181ipm 20/24m/min. 787/945ipm 20/24m/min. 787/945ipm

Cutting Feed-rate   1~10,000mm/min. 0.04~394ipm 1~10,000mm/min. 0.04~394ipm

MOTOR

Spindle Motor           
5.5/7.5/9/11kW  

7/10/12/15HP

(L)3.7/7.5 (H)5.5/7.5/9/11kW 

(L)5/10 (H)7/10/12/15HP
11/15kW 15/20HP (L) 7.5/15 (H)11/15kW 

(L)10/20 (H)15/20HP 15/18.5kW 20/25HP (L)11/18.5 (H)15/18.5kW (L)15/25 (H)20/25HP

Turret Motor    1.2kW 1.6HP 0.75kW 1.01HP 1.2kW 1.6HP 1.2kW 1.6HP

VDI Live Tool Motor    － 3.7kW 4.96HP － 5.5kW 7.38HP － － 5.5kW 7.38HP －

Rated Axial Thrust Force (X/Z) 577/791kgf 1,272/1,744 lb 1,056/791kgf 2,328/1,744 lb 1,266/1,055kgf 2,791/2,326 lb

Max. Axial Thrust Force (X/Z) 1,154/1,905kgf 2,544/4,200 lb 2,540/1,905kgf 5,600/4,200 lb 3,048/2,540kgf 6,720/5,600 lb

TURRET
Type of Index Servo Hydraulic Control (Hydraulic Clamp) Servo Hydraulic Control (Hydraulic Clamp)

Turret Tool Magazine Capacity 12T 10T 12T 10T 10T 12T 8T 10T

Shank Height for Square Tool □20 □3/4" □25mm □1" □25mm □1" □32mm □1&1/4"

Shank Diameter for Boring Bar ø40mm ø1&1/2" ø32mm ø1&1/4" ø40mm ø1&1/2" ø50mm ø2" ø40mm ø1&1/2" ø50mm ø2"

Swing Over Turret   ø490mm ø19.29" ø560mm ø22.05" ø490mm ø19.29" ø585mm ø23.03" ø650mm ø25.59" ø585mm ø23.03" ø620mm ø24.41" ø650mm ø25.59" ø610mm ø24.02" ø686mm ø27.01"

VDI Live Tool Speed   － 4,500rpm － 3,000rpm － － 3,000rpm －

Torque of Milling Tool Motor  － 2.4kgf-m 17.36 lb-ft －
3.57kgf-m 25.82 lb-

ft － － 3.57kgf-m 25.82 lb-ft －

Milling Tool Capacity-Drilling － ø14mm ø0.55" － ø19mm ø0.75" － － ø19mm ø0.75" －

Milling Tool Capacity-Milling －
ø16×6mm

ø0.63"×0.24" －
ø20×10mm

ø0.79"×0.39" － －
ø20×10mm

ø0.79"×0.39" －

Milling Tool Capacity-Tapping －
M12 × 1.75P (max.) 
M4 × 0.7P (min..)mm －

M16 × 2P (max.) 
M4 × 0.7P (min..)

mm
－ －

M16 × 2P (max.) 
M4 × 0.7P (min..)mm －

Milling Tool Capacity-Collet Size － ø16mm ø0.63" － ø20mm ø0.79" － － ø20mm ø0.79" －

TAIL STOCK
Tail Stock Quill Taper-Dead Center (std.) MT-4 MT-5 MT-5

Tail Stock Quill Taper-Live Center (opt.) － MT-4 MT-4

Tail Stock Quill Diameter  ø75mm ø2.95" ø100mm ø3.94" ø100mm ø3.94"

Tail Stock Quill Stroke  100mm 3.94" 100mm 3.94"

Tail Stock Stroke  260mm 10.24" 440mm 17.32" 415mm 16.34" 605mm 23.82" 1,155mm 45.47" 605mm 23.82" 520mm 20.47" 1,155mm 45.47" 1,070mm 42.13"

GENERAL
Power Consumption (Transformer) 20kVA (25kVA) 24kVA (25kVA) 20kVA (25kVA) 30kVA (30kVA) 37kVA (40kVA) 30kVA (30kVA) 38kVA (40kVA) 44kVA (45kVA) 38kVA (40kVA)

Machine Weight    4,210kg 9,281 lb 4,260kg 9,392 lb 4,210kg 9,281 lb 6,000kg 13,228 lb 6,200kg 13,669lb 6,950kg 15,322 lb 7,850kg 17,306 lb 7,250kg 15,983 lb 7,330kg 16,160 lb 8,150kg 17,967 lb 8,230kg 18,144 lb

GT series specifications
Specifications (opt.)
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ITEMS GT-200A GT-200MA GT-200B GT-250A GT-250MA GT-250B GT-300A GT-300MA GT-300B GT-300LB GT-380A GT-380B GT-380LA GT-380LB

MACHINING CAPACITY
Swing Over Bed   ø500mm ø19.69" ø550mm ø21.65" ø600mm ø23.62" ø700mm ø27.56"

Swing Over Carriage ø330mm ø12.99" ø420mm ø16.54" ø450mm ø17.72" ø570mm ø22.44"

Max. Turning Diameter ø260mm ø10.24" ø230mm ø9.06" ø260mm ø10.24" ø350mm ø13.78" ø270mm ø10.63" ø350mm ø13.78" ø440mm ø17.32" ø360mm ø14.17" ø440mm ø17.32" ø560mm ø22.05"

Max. Turning Length    360mm 14.17" 370mm 14.57" 345mm 13.58" 560mm 22.05" 515mm 20.28" 712mm 28.03" 742mm 29.21" 700mm 27.56" 1,250mm 49.21" 715mm 28.15" 680mm 26.77" 1,265mm 49.8" 1,230mm 48.43"

Distance Between Center 512mm 20.16" 506mm 19.92" 509mm 20.04" 700mm 27.56" 678mm 26.69" 891mm 35.08" 1,441mm 56.73" 891mm 35.08" 1,441mm 56.73"

SPINDLE
Height between Spindle Center 
and Ground  990mm 38.98" 1,020mm 40.16" 990mm 38.98" 1,060mm 41.73" 1,060mm 41.73" 1,115mm 43.9"

Chuck Diameter 6" Chuck 8" Chuck 10" Chuck 10" Chuck 12" Chuck 15" Chuck 12" Chuck 15" Chuck

Spindle Nose A2-5 A2-6 A2-8

Front Bearing Diameter  ø90mm ø3.54" ø100mm ø3.94" ø110mm ø4.33" ø130mm ø5.12" ø130mm ø5.12" ø160mm ø6.3"

Hole Through Spindle  ø56mm ø2.2" ø62mm ø2.44" ø88mm ø3.46" ø88mm ø3.46" ø105mm ø4.13"

Hole Through Draw Tube ø45mm ø1.77" ø52mm ø2.05" ø75mm ø2.95" ø75mm ø2.95" ø91mm ø3.58"

Spindle Speed    6,000rpm 4,500rpm 3,500rpm 3,000rpm 2,000rpm 3,000rpm 2,000rpm

Max. Spindle torque      11.9kgf-m 
86.07 lb-ft

14.61kgf-m 
105.68 lb-ft

19.5kgf-m
141.05 lb-ft

34.4kgf-m
248.82 lb-ft

51.6kgf-m
373.23 lb-ft

58.9kgf-m
426.03 lb-ft

53.7kgf-m
388.42 lb-ft

77.3kgf-m
559.12 lb-ft

90kgf-m
650.98 lb-ft

135kgf-m
976.47 lb-ft

90kgf-m
650.98 lb-ft

135kgf-m
976.47 lb-ft

C-axis Index Accuracy － 0.001° － 0.001° － － 0.001° －

MAIN TRAVEL

X-axis Travel      150mm (130+20mm) 
5.91" (5.12+0.79")

177mm (115+62mm)
6.97" (4.53+2.44")

150mm (130+20mm)
5.91" (5.12"+0.79")

195mm (175+20mm)
7.68" (6.89+0.79")

230mm (210+20mm)
9.06" (8.27+0.79")

195mm (175+20mm)
7.68" (6.89+0.79")

245mm (220+25mm)   
9.645" (8.66+0.98")

275mm (255+20mm)
10.83" (10.04+0.79")

245mm (220+25mm)
9.65" (8.66+0.98")

305mm (280+25mm) 
12" (11.02+0.98")

Z-axis Travel   360mm 14.17" 370mm 14.57" 345mm 13.58" 560mm 22.05" 515mm 20.28" 712mm 28.03" 742mm 29.21" 700mm 27.56" 1,250mm 49.21" 715mm 28.15" 680mm 26.77" 1,265mm 49.8" 1,230mm 48.43"

FEED
Rapid Feed-rate (X/Z) 24/30m/min. 945/1,181ipm 20/24m/min. 787/945ipm 20/24m/min. 787/945ipm

Cutting Feed-rate   1~10,000mm/min. 0.04~394ipm 1~10,000mm/min. 0.04~394ipm

MOTOR

Spindle Motor           
5.5/7.5/9/11kW  

7/10/12/15HP

(L)3.7/7.5 (H)5.5/7.5/9/11kW 

(L)5/10 (H)7/10/12/15HP
11/15kW 15/20HP (L) 7.5/15 (H)11/15kW 

(L)10/20 (H)15/20HP 15/18.5kW 20/25HP (L)11/18.5 (H)15/18.5kW (L)15/25 (H)20/25HP

Turret Motor    1.2kW 1.6HP 0.75kW 1.01HP 1.2kW 1.6HP 1.2kW 1.6HP

VDI Live Tool Motor    － 3.7kW 4.96HP － 5.5kW 7.38HP － － 5.5kW 7.38HP －

Rated Axial Thrust Force (X/Z) 577/791kgf 1,272/1,744 lb 1,056/791kgf 2,328/1,744 lb 1,266/1,055kgf 2,791/2,326 lb

Max. Axial Thrust Force (X/Z) 1,154/1,905kgf 2,544/4,200 lb 2,540/1,905kgf 5,600/4,200 lb 3,048/2,540kgf 6,720/5,600 lb

TURRET
Type of Index Servo Hydraulic Control (Hydraulic Clamp) Servo Hydraulic Control (Hydraulic Clamp)

Turret Tool Magazine Capacity 12T 10T 12T 10T 10T 12T 8T 10T

Shank Height for Square Tool □20 □3/4" □25mm □1" □25mm □1" □32mm □1&1/4"

Shank Diameter for Boring Bar ø40mm ø1&1/2" ø32mm ø1&1/4" ø40mm ø1&1/2" ø50mm ø2" ø40mm ø1&1/2" ø50mm ø2"

Swing Over Turret   ø490mm ø19.29" ø560mm ø22.05" ø490mm ø19.29" ø585mm ø23.03" ø650mm ø25.59" ø585mm ø23.03" ø620mm ø24.41" ø650mm ø25.59" ø610mm ø24.02" ø686mm ø27.01"

VDI Live Tool Speed   － 4,500rpm － 3,000rpm － － 3,000rpm －

Torque of Milling Tool Motor  － 2.4kgf-m 17.36 lb-ft －
3.57kgf-m 25.82 lb-

ft － － 3.57kgf-m 25.82 lb-ft －

Milling Tool Capacity-Drilling － ø14mm ø0.55" － ø19mm ø0.75" － － ø19mm ø0.75" －

Milling Tool Capacity-Milling －
ø16×6mm

ø0.63"×0.24" －
ø20×10mm

ø0.79"×0.39" － －
ø20×10mm

ø0.79"×0.39" －

Milling Tool Capacity-Tapping －
M12 × 1.75P (max.) 
M4 × 0.7P (min..)mm －

M16 × 2P (max.) 
M4 × 0.7P (min..)

mm
－ －

M16 × 2P (max.) 
M4 × 0.7P (min..)mm －

Milling Tool Capacity-Collet Size － ø16mm ø0.63" － ø20mm ø0.79" － － ø20mm ø0.79" －

TAIL STOCK
Tail Stock Quill Taper-Dead Center (std.) MT-4 MT-5 MT-5

Tail Stock Quill Taper-Live Center (opt.) － MT-4 MT-4

Tail Stock Quill Diameter  ø75mm ø2.95" ø100mm ø3.94" ø100mm ø3.94"

Tail Stock Quill Stroke  100mm 3.94" 100mm 3.94"

Tail Stock Stroke  260mm 10.24" 440mm 17.32" 415mm 16.34" 605mm 23.82" 1,155mm 45.47" 605mm 23.82" 520mm 20.47" 1,155mm 45.47" 1,070mm 42.13"

GENERAL
Power Consumption (Transformer) 20kVA (25kVA) 24kVA (25kVA) 20kVA (25kVA) 30kVA (30kVA) 37kVA (40kVA) 30kVA (30kVA) 38kVA (40kVA) 44kVA (45kVA) 38kVA (40kVA)

Machine Weight    4,210kg 9,281 lb 4,260kg 9,392 lb 4,210kg 9,281 lb 6,000kg 13,228 lb 6,200kg 13,669lb 6,950kg 15,322 lb 7,850kg 17,306 lb 7,250kg 15,983 lb 7,330kg 16,160 lb 8,150kg 17,967 lb 8,230kg 18,144 lb
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GT-200A/B GT-200MA GT-250A/B GT-250MA
Tool Kit ● ● ● ●

Work Lamp ● ● ● ●

Pilot Lamp ● ● ● ●

Hydraulic System ● ● ● ●

Air Gun ● ● ● ●

Coolant Equipment System ● ● ● ●

Hydraulic Hollow Cylinder ● ● ● ●

Leveling Blocks and Bolts ● ● ● ●

Complete Chip Enclosure ● ● ● ●

Chuck Switch Pedal ● ● ● ●

Heat Exchanger for Electrical Cabinet ● ● ● ●

Refrigerated Heat Exchanger for 
Electrical Cabinet ○ ○ ○ ○

Mechanical, Electrical & Operating 
Manuals ● ● ● ●

CNC 
Controller

TXP-100FA ● — ● —

TXP-200e ○ ● ○ ●

Central Automatic Lubrication System 
(Piston Type) ● ● ● ●

Hard Jaws and Soft Jaws 1 set ● ● ● ●

Tailstock 
Center Shaft

Stationary Quill Type ● ● ● ●

Live Quill Type  — — ○ ○

Tailstock 
Positioning

Manual Lock (Block) ● ● ● ●

Programmable Hydraulic 
Clamp — — ○ ○

Chip 
Conveyor

Right Side ● ● ● ●

Rear Side ○ ○ ○ ○

Automatic Door ○ ○ ○ ○

Safety Door ○ ○ ○ ○

Collets Chuck ○ ○ ○ ○

Chuck Air Blast ○ ○ ○ ○

Foundation Screw Bolt ○ ○ ○ ○

Oil Mist Collector ○ ○ ○ ○

Additional Hard and Soft Jaws ○ ○ ○ ○

Oil Skimmer ○ ○ ○ ○

Paper Filter ○ ○ ○ ○

Soft Jaw Former ○ ○ ○ ○

Tail Stock Pedal ○ ○ ○ ○

Coolant Gun ○ ○ ○ ○

Parts Catcher System ○ ○ ○ ○

Work Length Setter ○ ○ ○ ○

Heavy Duty Coolant Pump (MTH2-40/4) ○ ○ ○ ○

Auto Tool Length Measurement System 
(RENISHAW HPMA) ○ ○ ○ ○

Bar Feeder or Only Software ○ ○ ○ ○

VDI Tool holders and Milling Tool 
Attachments — ○ — ○

Accessories Table
● : Standard  ○ : Optional  — :None

Hydraulic System Central Lubrication System
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GT-300MA GT-300A/B/LB GT-380A/B/LA/LB
Tool Kit ● ● ●

Work Lamp ● ● ●

Pilot Lamp ● ● ●

Hydraulic System ● ● ●

Air Gun ● ● ●

Coolant Equipment System ● ● ●

Hydraulic Hollow Chuck ● ● ●

Leveling Blocks and Bolts ● ● ●

Complete Chip Enclosure ● ● ●

Chuck Switch Pedal ● ● ●

Heat Exchanger for Electrical Cabinet ● ● ●

Refrigerated Heat Exchanger for Electrical 
Cabinet ○ ○ ○

Mechanical, Electrical & Operating 
Manuals ● ● ●

CNC 
Controller

TXP-100FA — ● ●

TXP-200e ● ○ ○

Central Automatic Lubrication System 
(Piston Type) ● ● ●

Hard Jaws and Soft Jaws 1 set ● ● ●

Tailstock 
Center Shaft

Stationary Quill Type ● ● ●

Live Quill Type  ○ ○ ○

Tailstock 
Positioning

Manual Lock (Block) ● ● ●

Programmable Hydraulic 
Clamp ○ ○ ○

Chip Conveyor
Right Side ● ● ●

Rear Side ○ ○ ○

Automatic Door ○ ○ ○

Safety Door ○ ○ ○

Collets Chuck ○ ○ ○

Chuck Air Blast ○ ○ ○

Foundation Screw Bolt ○ ○ ○

Oil Mist Collector ○ ○ ○

Additional Hard and Soft Jaws ○ ○ ○

Oil Skimmer ○ ○ ○

Paper Filter ○ ○ ○

Soft Jaw Former ○ ○ ○

Tail Stock Pedal ○ ○ ○

Coolant Gun ○ ○ ○

Parts Catcher System ○ ○ —

Work Length Setter ○ ○ ○

Heavy Duty Coolant Pump (MTH2-40/4) ○ ○ ○

Auto Tool Length Measurement System 
(RENISHAW HPMA) ○ ○ ○

Bar Feeder or Only Software ○ ○ —

VDI Tool holders and Milling Tool 
Attachments ○ — —

Accessories Table
● : Standard  ○ : Optional  — :None

Tool Length Measurement System Chip Conveyor




